
Item # UE065, HumiSteam UEX 

HumiSteam, the immersed electrode humidifier, is the culmination of CAREL’s thirty-year experience in the field of steam
humidification and the rational choice for a vast series of applications: civil environments, offices, industrial facilities, and steam
baths.

Model UE065

Total Length 25.0 in
635 mm

Total Width 18.3 in
465 mm

Total Height 35.0 in
890 mm

Weight 207.2 lb

Operating Weight 207.2 lb

Maximum Steam Capacity (lb/hr) 143.3 lb/hr

Maximum Working Pressure 116.0 psi

Minimum Steam Capacity (lb/hr) 28.66 psi
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Maximum Operating Temperature 104 degree

Minimum Operating Temperature 33.8 degree

Condensate Connection Size 3/8 in

Drain Connection 1.9 in

Steam Connection Size 1.6 in

Volume 0 gal

Water Connection Size 0.75 in

Bottom Tank Discharge Horizontal
O�set 1 in

Bottom Tank Discharge Length 0.625 in

Bottom Tank Discharge Radius 0.6 in

Bottom Tank Discharge Vertical
O�set 1.93 in

Condensate Connection Horizontal
O�set 2.40 in

Condensate Connection Vertical
O�set 1.19 in

Inlet Drain Tempering Valve
Horizontal O�set 2.83 in

Inlet Drain Tempering Valve Length 1.5 in

Inlet Drain Tempering Valve
Diameter 3/4 in
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Inlet Drain Tempering Valve
Vertical O�set 32.8 in

Side Connection 1 Horizontal
O�set 3 in

Side Connection 2 Horizontal
O�set 4.5 in

Side Connection 3 Horizontal
O�set 6 in

Side Connection Length 1 in

Side Connection Radius 1 in

Side Connection Vertical O�set 1 in

Steam Outlet 1 Horizontal O�set 7.13 in

Steam Outlet 2 Horizontal O�set 11.07 in

Steam Outlet Vertical O�set 6.77 in

Switch Depth 0.25 in

Switch Height 0.5 in

Switch Horizontal O�set 1.5 in

Switch Vertical O�set 1.25 in

Switch Width 0.65 in

Water Drain Length 1.625 in

Water Drain Horizontal O�set 1.58 in

Water Drain Vertical O�set 4.85 in

Water Fill Length 0.625 in

Water Fill Horizontal O�set 2.36 in

Water Fill Vertical O�set 9.10 in
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Steam Preassure 0 psi

Electrical Speci�cations

UE065-Electrical-Specifications 
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